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Coupling—._
Conduit—_

_~Mark with 80 mm (3")
high "Y" above conduit

~Coupling to be set flush
with face of concrete &)
Galvanized plug, lubricate thread —Bridge deck —
with graphitized grease v
. =
Clamp—" \ H
|
Copper bonding strap install only at N .
structure construction joint, extend Pull Dofx flush with
at least 150 mm (6" from face of concrete - Hinge point Of/ end of wingwall
bridge fill —
DETAL € TOP VIEW
CONDUIT TERMINATION
_—For Installation, See
. - Standard Plan Bi4-3, Detail B
Finished grade ~ £
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( Fill slope

~ Conduit to be 1.4 m (54")
deep in area of
quard railing

- T Type | conduit

Structure wingwall —

SIDE_VIEW
DETAIL I

CONDUIT TERMINATION

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

SIGNAL, LIGHTING AND

ELECTRICAL SYSTEMS

ELECTRICAL DETAILS
STRUCTURAL INSTALLATIONS

These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessar\\y equal or mferchangeob\e See the "Foreword" at the
beginning of this publication.
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